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SUT-220-SNC 

 
 

Torque wrench, carpenters square, wire cutters, Phillips screwdriver, 7/16, 9/16, 

and 3/4ò combination wrenches, ratchet, 9/16, 3/4, 13/16ò, and 7/8ò sockets. 

 
 

ASSEMBLY REQUIREMENTS  
 

*Torque all T -bolt nuts to 35-40 foot pounds. 
 

*Check all lights before towing. 
 

*Tire pressure not to exceed recommendation on serial tag. 
 

*Re-torque wheel nuts after first 25 miles to 80 ft. pounds and periodically 

thereafter. 
 

Failure to follow the assembly instructions could result in serious injury or death. 
 

Incorrect assembly or modifications to your trailer will void any specific or implied 

warranty.  
 

For questions or assistance assembling your trailer call 800-282-5042. 
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UNPACK AND IDENTIFY THE FOLLOWING PARTS.  
 

 
 

Tongue section 
 

 
 

                                 Side rails                            Rear cross member       
 
 

 

 
 

                      Front cross member 
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  Rear of spring   Front of spring 

Axle, spring assemblies and U-bolt hardware. 
 

 
 

Tires and fenders 
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Light kit, marker light bracket, skid, harness, tail light brackets, 3) hardware bags 

and spare parts bag. 
 

 
 

Guide rails, 10ò padded cradles, front holder, and channel brackets. 
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Optional step for spare tire carrier 
 

 
 

Spare tire carrier for SUT trailers. 
 

 
 

Loosen the T-bolts and nuts on spare tire carrier. Insert into the underside of the 

front tongue at the rear. Once T-bolts are in channel slide towards the coupler. 
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Position carrier about 18ò away from the rear of the front tongue section then 

tighten nuts. 
 

Tongue assembly 
 

 
Rear of front tongue section 

Loosen the 1 nut at the rear of the front tongue section. 


