SUT-500-S

STEP 1 P SUGGESTED TOOLS \

T I; Square Torque Wrench c

Pllers 7/16" & 9/16" Ratchet & 13/16"
Open End & 9/16" Sockets
@
1 ¥
i

Std. & Phillips {
Wire Cutters Screwdriver -

ASSEMBLY REQUIREMENTS

*Torque all T-bolt nuts to 3540 foot pounds

*Check all lights before towing
*Tire pressure not to exceedecommendationon serial tag

*Re-torque wheel nuts after first 25 miles to 80 ft pounds and
periodically thereafter.

Failure to follow the assembly instructions could result in serious injury or death.

Incorrect assembly or modifications to your trailer will void any specific or implied
warranty.

For questions or assistance assembling your trailer call 8€882-5042.

UNPACK AND IDENTIFY
THE FOLLOWING
PARTS.



Side Rails and cross members

Axle assembly, springs and U bolt hardware.



Fenders and tires

Rollers, winchpost and braces.



Skid and side marker bracket



Tongue assembly

Unwrap thewo tongue sections and loosen the nuts on the splice plates.

Slide splice plates over the adjacent tongue section until the plates are
centered between the tongue sections.



Then tighen nuts.

Frame Asembly

Front of side rail Rear cross memberFront cross member
Triangle plate flush

with side rail



Locate the front cross member and slide it into the front of the side rail

Add the rear cross member to the side rail. Then attach the other side rail to
the cross members.



Square the frame and tighten all the cormackets.

Rear cross member

Your frame should look like this.



